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Cubick and Dau [(2016). Acta Acust. Acust. 102, 547–557] showed that speech reception thresh-

olds (SRTs) in noise, obtained with normal-hearing listeners, were significantly higher with hear-

ing aids (HAs) than without. Some listeners reported a change in their spatial perception of the

stimuli due to the HA processing, with auditory images often being broader and closer to the

head or even internalized. The current study investigated whether worse speech intelligibility with

HAs might be explained by distorted spatial perception and the resulting reduced ability to spatially

segregate the target speech from the interferers. SRTs were measured in normal-hearing listeners

with or without HAs in the presence of three interfering talkers or speech-shaped noises.

Furthermore, listeners were asked to sketch their spatial perception of the acoustic scene. Consistent

with the previous study, SRTs increased with HAs. Spatial release from masking was lower with

HAs than without. The effects were similar for noise and speech maskers and appeared to be

accounted for by changes to energetic masking. This interpretation was supported by results from a

binaural speech intelligibility model. Even though the sketches indicated a change of spatial percep-

tion with HAs, no direct link between spatial perception and segregation of talkers could be shown.
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I. INTRODUCTION

In terms of speech intelligibility, hearing-aid (HA) users

usually benefit most from their HAs in low-noise acoustic

scenarios with a single talker. In more challenging acoustic

situations, such as a social gathering in a crowded room,

they typically have difficulties following a conversation

(Bronkhorst, 2000), whereas normal-hearing listeners per-

form well almost effortlessly. Cherry (1953) introduced the

term “cocktail party” to refer to such situations, where a lis-

tener attempts to understand a target speaker among various

competing interferers. It has been demonstrated that spatial

auditory cues are utilized by the auditory system to facilitate

good intelligibility in these situations, such that interferers

cause less masking when they are spatially separated from

the target talker in terms of their azimuthal position (Hawley

et al., 2004; Plomp, 1976) or distance (Westermann and

Buchholz, 2015). In the case of spatially-separated sources,

speech intelligibility can be improved compared to collo-

cated sources due to “better-ear” listening, where the sound

at one ear, at a given moment, may provide an improved tar-

get-to-masker ratio, and/or due to the benefit of binaural

unmasking, which improves the “internal” target-to-masker

ratio (often conceptualized as an equalization-cancellation

process; Durlach, 1972). Both strategies, better-ear listening
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and binaural unmasking, have been considered in various

speech intelligibility modelling approaches (e.g.,

Beutelmann and Brand, 2006; Beutelmann et al., 2010;

Lavandier and Culling, 2010; Wan et al., 2010; Rennies

et al., 2011; Lavandier et al., 2012; Wan et al., 2014;

Chabot-Leclerc et al., 2016) and are thought to reduce the

effects of energetic masking (EM) of the target sound by the

interferer(s).

However, some effects of typical cocktail-party scenar-

ios on speech intelligibility cannot be accounted for in terms

of EM. The term informational masking (IM) has been intro-

duced to describe interference effects that reduce target intel-

ligibility even in the case of sufficient target energy (for a

review, see Kidd and Colburn, 2017). IM can refer to both

difficulties in segregating speech mixtures (i.e., determining

which parts belong to the target speech) and difficulties in

terms of attending to a specific source in the sound mixture

(i.e., overcoming confusion or distraction; Shinn-

Cunningham, 2008). Spatial information regarding the target

and the interferers in a speech mixture can strongly affect

the amount of IM such that sound sources that are perceived

as spatially separate objects are easier to segregate and

attend to selectively (e.g., Freyman et al., 1999). Spatial sep-

aration can be particularly effective when there is little other

information available to separate the competing sounds (e.g.,

when the competing voices are of the same gender and/or

have approximately the same sound pressure level). In fact,

the magnitude of the “spatial release from IM” can even be

larger than the “spatial release from EM” (e.g., Kidd et al.,
2005). Moreover, it appears that any cue that supports the

perception of spatial separation of the target and the inter-

ferer(s) is sufficient to provide a release from IM. Such a

release has been reported for interaural time differences

(ITDs) and interaural level differences (ILDs) alone (e.g.,

Glyde et al., 2013), monaural spectral cues associated with a

separation in distance and elevation (e.g., Brungart and

Simpson, 2002; Martin et al., 2012; Westermann and

Buchholz, 2015; Westermann and Buchholz, 2017a) and for

illusory separation (e.g., Freyman et al., 1999).

Because of the importance of spatial information for

reducing EM and IM, any degradation of the spatial cues

caused by a hearing loss and/or HA signal processing could

potentially impair speech intelligibility in a cocktail-party

like environment. A number of studies have explored the

possibility that hearing loss impedes spatial perception, e.g.,

in terms of localization ability (Noble et al., 1994; Lorenzi

et al., 1999; Best et al., 2010; Best et al., 2011; Hassager

et al., 2017) or ITD discrimination performance (e.g.,

Durlach et al., 1981; Strelcyk and Dau, 2009; Spencer et al.,
2016). Furthermore, several studies have suggested that HAs

can disrupt the auditory cues involved in spatial perception

(Van den Bogaert et al., 2006; Wiggins and Seeber, 2012;

Akeroyd and Whitmer, 2016; Cubick and Dau, 2016;

Hassager et al., 2017). For example, Hassager et al. (2017)

showed that localization accuracy in a moderately reverber-

ant room was substantially degraded as a consequence of

fast-acting dynamic-range compression in bilateral HAs,

independent of whether the compression was synchronized

across the two HAs or not. The distortions were attributed to

the stronger amplification of the low-level portions of the

(speech) signals that were dominated by early reflections and

reverberation, relative to the higher-level direct sound com-

ponents. As a result, increased diffuseness of the perceived

sound and broader, sometimes internalized (“inside the

head”) sound images, as well as sound image splits of a sin-

gle speech source were observed both in normal-hearing and

hearing-impaired listeners. However, the effects of these dis-

tortions on speech intelligibility were not investigated in that

study. Cubick and Dau (2016) measured speech reception

thresholds (SRTs) in normal-hearing listeners using omnidi-

rectional regular production HAs with linear (i.e., level-inde-

pendent) amplification. They found that amplification

(relative to no amplification) increased SRTs by about 4 dB,

i.e., degraded speech intelligibility, in a setting with spatially

distributed sources inside a classroom. The study did not

provide a fully conclusive explanation for the elevated

SRTs. However, some of the listeners in that study reported

a degraded spatial perception of the acoustic scene in the

conditions with HA processing; the auditory images associ-

ated with the sound sources were often broader with HAs

and sometimes perceived to be closer to the head than to the

actual source position. These findings suggested that the ele-

vated SRTs might, at least partly, reflect the reduced ability

of the listeners to perceptually separate the target and inter-

fering sounds due to disrupted localization cues.

Inspired by Cubick and Dau (2016), the current study

investigated the potential effect of degraded spatial cues

when listening through HAs on SRTs in spatially separated

masking conditions. To do so, a very basic amplification

scheme was used, that included linear gain and no sophisti-

cated signal processing. This choice was made such that the

only distortion of the incoming sound would be caused by

the position of the microphones above the ears, which

modifies the spatial cues compared to natural listening.

This enabled a test of whether spatial distortions and ele-

vated SRTs as in Cubick and Dau (2016) would be found

even in the absence of effects related to specific signal

processing schemes. Furthermore, it was investigated to

what extent HAs affect the amount of IM (versus EM) in a

complex acoustic setting with several interferers. SRTs

were measured in a room with a target speaker in front of

the listener and three interferers. The interferers were either

competing talkers (potentially causing a large amount of

IM) or noises (producing little if any IM), which were

either spatially distributed around the listener (at þ/� 90

and 180�) or collocated with the target source. In the

extreme case, if the HAs were to completely remove all

spatial information, no spatial release from masking (SRM)

would be expected for either mixture. On the other hand, if

the HAs were to distort the spatial information enough to

disrupt the listeners’ ability to perceptually separate the tar-

get and the interferer signals, then this might reduce the

spatial release from IM and the impact would primarily be

seen in the case of speech interferers. To characterize the

influence of HAs on the spatial perception of the acoustic

scenes in the horizontal plane, the same listeners were also

asked to draw sketches to indicate the position and spatial

distribution of the sound images they perceived using a
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method inspired by earlier studies (Plenge, 1972; Blauert

and Lindemann, 1986; Cubick and Dau, 2016).

II. METHODS

A. Listeners

Ten native speakers of Australian English participated

in the experiment. Most listeners were either students from

Macquarie University or employed at the National Acoustic

Laboratories. The average age of the listeners was 31 years.

All listeners were required to have pure tone audiometric

thresholds within 20 dB hearing level at audiometric fre-

quencies between 125 Hz and 6 kHz. If a listener did not

have a recent audiogram, an audiogram was measured before

the experiment. All listeners received written information

about the experiment and gave informed consent prior to

testing. The experiments were approved by the Australian

Hearing Human Research Ethics Committee. Listeners who

were not employed at the National Acoustic Laboratories

received a small gratuity in compensation for their travel

expenses.

B. Stimuli and apparatus

1. Stimuli

For the target sentences in the SRT measurements, a

speech corpus based on the Bamford–Kowal–Bench (BKB)

sentence material (Bench et al., 1979) was used. This open-

set corpus consists of 1280 short, meaningful sentences with

a simple syntactical structure, which are divided into 80 lists

of 16 sentences each. The sentences are spoken by a female

Australian-English talker. In the speech-on-speech condi-

tions, recordings of three monologues were used as maskers

(spoken by three female talkers different from the target).

For speech-in-noise conditions, three instances of stationary

speech-shaped noise (SSN) were generated with spectra that

matched the individual long-term magnitude spectra of the

three interfering talkers. To do so, a 2048-tap finite impulse

response filter was derived from the difference between the

spectrum of a white Gaussian noise sample and the estimated

spectrum of the interfering talker. Convolving this difference

filter with the white noise yielded the SSN.

2. Hearing aids

The HAs used in the experiment were based on the pre-

mise that the highest possible sound quality achievable with

common HA hardware should be provided, such that, ide-

ally, the only influence on the ear signal compared to the

unaided condition would be related to the provision of gain

and the position of the microphones. A real-time HA proc-

essing platform was used that was developed in-house and

that was run on a separate computer. The system used the

front microphones and the receivers of standard behind-the-

ear HA shells (Phonak Ambra). The microphone signals

were amplified by a custom-made preamplifier and then fed

into the computer via an RME Fireface UC audio interface.

After the real-time processing, the output signal was sent to

a calibrated limiter that interrupted the signal if it exceeded a

sound pressure level of 85 dB. From here, the signal reached

the HA receiver, which was coupled to the listeners’ ears via

tubes with foam plugs. The only HA processing used in the

experiment was the application of a linear, frequency-

independent (“flat”) gain on the omnidirectional microphone

signal of the two front microphones of the HAs. The gain

was adjusted in the software of the real-time platform to pro-

vide an approximately constant insertion gain of 10 dB

across all frequencies between 63 Hz and 10 kHz, evaluated

on a 2 cc coupler in a Siemens Unity 2 HA measurement

box. The same gain settings were used for all participants. In

all conditions with HAs, the playback level of the loud-

speakers was reduced by 10 dB to keep the sound pressure

level at the listener’s ears approximately constant between

conditions with and without HAs.

C. Experimental procedure

1. Speech intelligibility

The experiment was conducted in a sound-treated listen-

ing room with a reverberation time T30 of about 200 ms.

The listeners were seated in the centre of a 1.3 -m radius ring

of 16 Genelec 8020 loudspeakers. The stimuli were played

from a computer running Matlab and delivered through an

RME Fireface UFX audio interface and two RME ADI 8 DS

8-channel digital/analogue converters. During the experi-

ment, only four of the 16 loudspeakers were used for play-

back. The target sentences were always presented from the

front (0�), 1 s after a 200-ms long 1 kHz tone burst. The three

maskers (speech or SSN) were presented continuously either

from three loudspeakers at þ/� 90� and 180� or from the

same loudspeaker as the target sentences.

The target speech and the interferers were calibrated

using an omnidirectional measurement microphone (Br€uel &

Kjær 4134) at the listening position. The masker level was

kept constant at 65 dB (A) throughout the experiment,

whereas the level of the target sentences was adapted using

the 1-up-1-down procedure described in Keidser et al.
(2013b). Each threshold was determined using 16–32 senten-

ces. Each run lasted until either the standard error for the

threshold estimate was below 0.8 dB or the maximum num-

ber of 32 sentences was reached. The experimenter was

seated inside the test room, but outside the loudspeaker ring,

and scored the correctly understood morphemes on a laptop

that remote-controlled the PC used for stimulus generation.

2. Spatial perception

Similar to the procedure in Cubick and Dau (2016), the

listeners were asked in each run to draw the perceived posi-

tion (both in angle and distance) and the extent of the target

and masker sounds on a template depicting the listening

setup with a schematic head in the middle indicating the lis-

tener’s position and a circle indicating the radius of the loud-

speaker ring. The listeners were given time to make the

drawings in the beginning of each run, after the presentation

of the first sentence. Some listeners updated their drawings

during the run after hearing more samples of the stimuli.
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D. Stimulus conditions

Overall, eight conditions were tested. The three inter-

ferers were either speech or SSN, they were either spatially

collocated with the target speech or separated, and the listen-

ers either wore HAs (aided) or not (unaided). All listeners

were tested twice in each of the resulting eight combinations.

The experimental conditions were counterbalanced across

subjects based on a Latin Square Design with the only

restriction that the four aided and the four unaided conditions

were always tested in consecutive runs. This was done to

avoid listeners taking off and inserting the HAs more often

than necessary, which could cause variability in HA posi-

tioning. The testing took part either in one session with a

total duration of about two hours, or in two separate sessions

of about 1 h 15 min each, depending on the listener’s prefer-

ence. Regular breaks were provided.

E. Spatial cue analysis

To evaluate the acoustic effect of the BTE HAs on the

spatial cues provided to the subjects, the ear signals as they

occurred in the experiment were simulated using a Br€uel &

Kjær 4128 head-and-torso simulator (HATS). Binaural room

impulse responses were measured at the listening position

with and without HAs placed on HATS for all loudspeakers

used in the experiment. The impulse responses were mea-

sured with two repetitions of a 6-s logarithmic sine sweep

(M€uller and Massarani, 2001) and truncated to a length of

300 ms for the analysis. To compensate for level differ-

ences between the left and the right ear of the HATS, the

first 3.85 ms of the impulse responses of the left and right

ear (corresponding to the direct sound from the front loud-

speaker before the first room reflection) were filtered with

the long-term magnitude spectrum of the target speech.

The root mean square (RMS) values of the resulting fil-

tered direct sound signals were compared and the signals

were adjusted to have the same RMS. The resulting correc-

tion factor between left- and right-ear signals was subse-

quently applied to all recorded signals. The target

sentences and interferer signals were convolved with the

adjusted impulse responses and the resulting left and right

ear signals for each source were used in the following

analyses.

For the spatial cue analysis, the long-term power spectra

of the individual speech maskers at the two ears were calcu-

lated. The effect of the HAs on the long-term spectra is

shown in Fig. 1, either averaged across left and right ear for

the 0� (solid lines) and 180� (dashed lines) conditions or

averaged across the ipsi- (dash-dotted lines) and contralat-

eral ears (dotted lines) for the þ90� and �90� conditions.

The long-term spectra of the noise maskers are essentially

identical to the ones of the speech maskers and are therefore

not shown here. Also, the long-term spectrum of the target

speech was similar to that of the 0� masker and is therefore

not shown here. The BTE microphone placement mainly

removed the ear canal resonance at around 2–3 kHz, which

is seen in the unaided response (left panel), but absent in the

aided response (right panel). It also generally decreased the

energy towards higher frequencies. The ILD for the þ90�

and �90� masker, as indicated by the grey-shaded area,

increased on average by 5 dB in the aided condition for fre-

quencies above about 2 kHz. The ILD for the 0� and 180�

masker was rather small for frequencies up to about 8 kHz

and did not change significantly in the aided condition. The

ear spectra were therefore averaged across ears.

The ITDs and the interaural coherence were computed

using the Two!Ears auditory model (Two!Ears, 2017). The

ITDs for the lateral maskers at the HA microphones were

slightly reduced when compared to the in-ear microphones,

but showed no other systematic difference. Also, the interau-

ral coherence was not systematically affected by the HAs,

except for a slight reduction at frequencies above 2–3 kHz.

F. Modelling

In order to better understand the influence of the HAs on

speech intelligibility in the present experiment, a model was

used to quantify the amount of EM in the tested conditions.

An updated implementation of the model proposed by Collin

and Lavandier (2013) was used, which predicts binaural

speech intelligibility in the presence of multiple non-

stationary noises. It combines the effects of better-ear listen-

ing and binaural unmasking and is based on two inputs, the

ear signals generated by the target, and the ear signals

FIG. 1. Long-term power spectra of

the different masker signals at the ears

of the HATS in the unaided (left panel)

and aided (right panel) condition. The

shaded area shows the averaged ILD

for the two maskers at þ/� 90�, the

solid line indicates the average spec-

trum of the collocated maskers, and

the dashed line shows the spectrum of

the 180� masker averaged across ears.
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generated by the sum of all interferers. Based on these

inputs, the model computes the better-ear target-to-interferer

ratio and the binaural unmasking advantage in frequency

bands, and finally produces the (broadband) effective target-

to-interferer ratio in the corresponding condition (Jelfs et al.,
2011; Lavandier et al., 2012), referred to as the “binaural

ratio” in the following. Binaural ratios are inversely propor-

tional to SRTs, such that high binaural ratios correspond to

low SRTs. The predicted differences between conditions in

terms of (inverted) binaural ratios were directly compared to

corresponding SRT differences, without any fitting of the

model to the data. The predictions in Collin and Lavandier

(2013) were based on short-term predictions averaged across

time, similar to Beutelmann et al. (2010) and Rhebergen and

Versfeld (2005). To avoid target speech pauses mistakenly

leading to a reduction in predicted intelligibility, the model

needs to consider interfering energy as a function of time

and target speech energy averaged across time (Collin and

Lavandier; 2013). Instead of replacing the target speech by a

stationary signal with a similar long-term spectrum and

interaural parameters and applying the short-term analysis

on this signal, as done by Collin and Lavandier, the present

implementation of the model computes the long-term statis-

tics of the target only once (see below) and combines these

statistics with the short-term spectrum and interaural param-

eters of the noise to compute the better-ear and binaural

unmasking components within each time frame (before aver-

aging). The model used 24-ms half-overlapping Hann win-

dows as time frames with an effective duration of 12 ms

(Beutelmann et al., 2010) and a gammatone filterbank

(Patterson et al., 1987) with two filters per equivalent rectan-

gular bandwidth (Moore and Glasberg, 1983). A ceiling

parameter corresponding to the maximum better-ear ratio

allowed by frequency band and time frame was introduced

to avoid the target-to-masker ratio tending to infinity in inter-

ferer pauses. This ceiling parameter was set to 20 dB here.

Moreover, the binaural unmasking advantage was set to zero

if the interferer power was zero at one of the ears in the con-

sidered band and frame.

The predictions presented here were computed from the

ear signals described in Sec. II E, using two minutes of the

masker signal in each of the eight tested conditions. The tar-

get was represented by averaging 144 target sentences,

whereby the first 680 ms were omitted and all sentences

were truncated to the duration of the shortest sentence. The

RMS power of the averaged signal was then equalized to

that of the corresponding collocated maskers.

III. RESULTS

A. Speech intelligibility

Figure 2(a) shows the mean SRTs and standard devia-

tion across participants for the unaided (squares) and the

aided conditions (circles) for both the spatially separated

(open symbols) and the collocated case (black filled sym-

bols). The results for the speech interferers are shown on the

left and the results obtained with SSN are shown on the

right. The lowest SRT of �12 dB was observed in the

unaided condition with separated speech interferers. With

HAs, the threshold increased for this configuration by 2.5

dB. The average unaided threshold with separated SSN inter-

ferers was �9.8 dB, and thus 2.2 dB higher than with the

speech interferers. With HAs, the SRT obtained with sepa-

rated SSN increased by 2 dB to �7.8 dB (i.e., 1.7 dB above

that obtained with speech interferers).

The thresholds for the collocated conditions were in all

cases higher than for the corresponding condition with sepa-

rated maskers. The SRM, shown in Fig. 2(b), was calculated

as the difference between the individual separated and collo-

cated SRTs. The highest average SRM (8 dB unaided, 6.5 dB

aided) was found in the conditions with the speech inter-

ferers (left). In the case of SSN (right), the SRM was much

lower (2.4 dB unaided, 0.8 dB aided).

A linear mixed effects model was fitted to the SRT data

with the three factors “Masker type,” “Spatial distribution,”

and “HA condition.” The full model with all interaction terms

was then simplified by removing the non-significant three-fac-

tor interaction. The subsequent analysis of variance (ANOVA)

showed that all three main effects HA condition [F(1,144)

¼ 138.84, p< 0.0001], Masker type [F(1,144) ¼ 7.7513, p

¼ 0.0061], and Spatial distribution [F(1,144)¼ 522.74,

p< 0.0001], and the two-factor interactions between HA condi-

tion and Spatial distribution [F(1,144)¼ 15.27, p¼ 0.0001] and

Masker type and Spatial distribution [F(1,144)¼ 191.92,

p< 0.0001] were significant. Only the interaction between HA

condition and Masker type was not significant [F(1,144)

¼ 1.51, p¼ 0.2213].

Similarly, a linear mixed-effects model was fitted to the

SRM data with factors HA condition and Masker type. Here,

the ANOVA showed significant main effects for both HA

condition [F(1, 67)¼ 9.63, p¼ 0.0028] and Masker type

[F(1, 67)¼ 122.00, p< 0.0001], but no significant interac-

tion [F(1, 67)¼ 0.0006, p¼ 0.9804]. This indicates that the

FIG. 2. (a) Average SRTs and standard deviation for unaided (UA, squares)

and aided (circles) conditions using speech interferers (left) or SSNs (right),

for collocated (col, black filled symbols), and separated maskers (sep, open

symbols). (b) Average spatial release from masking (grey filled symbols)

and standard deviation across listeners for the two masker types and HA

conditions.
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SRM in the SSN conditions was significantly lower than in

the speech conditions, and HAs reduced the amount of SRM

similarly in the SSN and the speech conditions.

B. Spatial perception

Figure 3 shows the provided template and the digitized

data from the position sketches collected from all listeners

for the four conditions with speech interferers. The outer cir-

cle indicates the ring of loudspeakers with squares indicating

the loudspeakers that were actually playing in the corre-

sponding condition. The inner circle represents the listener’s

head. Pixels representing the target sound are shown in blue,

pixels belonging to the interferers are shown in red (colour

online). All images were superimposed; therefore, areas of

higher saturation represent areas that were marked as

belonging to the auditory image by more listeners.

In the unaided separated case (top left panel), all listen-

ers drew clearly separated images for the target and the three

distracting talkers. Only one listener sketched the target

sound image as being close to and inside the head in both

repetitions of this condition. Compared to the unaided condi-

tion, the corresponding sketches for the aided separated con-

dition (top right panel) indicate a much larger variability in

the data. In many cases, not only was the image position

more variable across listeners, but the images were also

often broader and differed in their perceived distance.

Several listeners indicated that they had perceived the target

and/or the interferers inside their head, or to be spread

indistinguishably in the whole room. In the collocated condi-

tions (bottom panels), most listeners indicated the target and

the interferer sound images to be somewhere between their

head and the front loudspeaker in the unaided condition.

Again, with HAs, the data showed more variability where,

e.g., the interfering sounds were perceived from different

directions and resulted in broader auditory images and some-

times internalized percepts.

Figure 4 shows the corresponding sketches for the con-

ditions with SSN. One effect that cannot be seen from the

figure is that, unlike in the conditions with speech interferers,

all listeners indicated only one or two interfering sources in

all SSN conditions. Apparently, the spectral differences

between the noise maskers were not sufficient to perceive

them as separate auditory objects, and the three noise

maskers were fused into one or two objects instead. In the

unaided separated condition (top left panel), the target

speech again yielded sharply focussed and fairly narrow

auditory images between the listener and the loudspeaker at

0�, as seen by the narrow blue “wedge.” All listeners per-

ceived the target externalized in this condition. In the indi-

vidual sketches (not shown), the three noise sources were

fused into either two wide auditory images to the left and

right of the listener, or into a single auditory image behind

the listener or perceived all around the room. In the aided

separated condition (top right panel), the sound sources often

changed their position compared to the unaided condition.

Some listeners perceived the target inside their heads or

behind them. Also, the position of the noise sound images

FIG. 3. (Color online) Superimposed

images of the perceived positions of

the sound sources for target speech

(blue) and interfering talkers (red) for

the unaided conditions (left column)

and aided conditions (right column),

and the separated conditions (top row)

and collocated conditions (bottom

row). The two circles indicate the lis-

tener’s head (inner) and the loud-

speaker ring (outer) as shown in the

sketch template provided to the listen-

ers during the experiment. The black

squares indicate the positions of the

loudspeakers through which the stimuli

were presented.
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often moved. In some cases, the images were indicated

closer to the listener or all over the room.

In the unaided collocated condition (bottom left panel),

the sketches show a larger spread than in the corresponding

condition with interfering talkers (Fig. 3, bottom left panel),

but in the majority of cases, the auditory images of both tar-

get and masker were perceived in the front. In the aided col-

located condition (bottom right panel), there was a tendency

for the noise maskers to create a larger auditory image than

the target speech, and for the noise sources to be perceived

far away and broad, whereas the auditory image of the target

speech tended to be closer to the listener and more compact.

Interestingly, there were some cases where the target and

maskers were perceived as more separated in the aided than

in the unaided condition.

C. Modelling

The speech intelligibility results showed that using

omnidirectional HAs led to an increase in SRT in all tested

conditions. Figure 5 presents this “HA disadvantage” calcu-

lated for each condition (collocated and spatially separated,

speech and SSN interferers) as the difference between the

SRTs in the aided and unaided conditions. The triangles

indicate the predicted values of the HA disadvantage

obtained from the model. The average and maximum predic-

tion errors (absolute difference between measured and pre-

dicted disadvantages) across conditions were 0.6 and 1.1 dB,

respectively. The deleterious effect of the HAs in the tested

conditions is predicted reasonably well by the model,

indicating that this effect is most likely associated with EM,

since the model does not account for IM.

IV. DISCUSSION

The lowest SRTs in this study were found in the unaided

condition with spatially separated speech interferers. In the

FIG. 4. (Color online) Superimposed

images of the perceived positions of

the sound sources for target speech

(blue) and SSN (red) in the unaided

conditions (left column) and the aided

conditions (right column), and in the

separated conditions (top row) and col-

located conditions (bottom row).

FIG. 5. Hearing-aid disadvantage in dB evaluated as the difference between

the SRTs in the aided and unaided conditions for the SSN and speech inter-

ferers in the collocated and separated conditions. The circles represent the

measured average disadvantage across listeners; the error bars indicate the

standard errors. The triangles indicate the disadvantage predicted by the

model.
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corresponding condition with SSN interferers, SRTs were

higher by 2.2 dB on average. This difference can be attrib-

uted to “listening in the dips” in the case of the speech inter-

ferers that exhibit fluctuating envelopes (e.g., Festen and

Plomp, 1990) whereas the SSN maskers offer fewer opportu-

nities for dip listening and hence represent a more effective

masker in the separated condition.

For the collocated interferers, the HA processing did not

have a detrimental effect on speech intelligibility. In con-

trast, for the separated interferers, speech intelligibility was

generally worse with HAs than without HAs, independent of

the type of interferer, consistent with the findings of Cubick

and Dau (2016). This indicates that it might indeed be the

distortions to the spatial cues caused by the HAs that impede

the segregation of the target and interferers, since the detri-

mental effect of HAs was predominantly seen in those condi-

tions in which spatial cues are crucial. However, the average

SRT increase in this experiment was only 2.5 dB for the

speech interferers and 2 dB for the SSN interferer, compared

to the 4 dB (with SSN) reported in Cubick and Dau (2016).

This difference might be due to the fact that, in the present

study, a PC-based real-time processing platform was used,

allowing for a wider bandwidth (here 12 kHz), a lower noise

floor, and better overall sound quality than the regular pro-

duction HAs used in Cubick and Dau (2016). Better sound

quality might have improved aided speech perception.

Another difference between the two studies is that the room

considered in Cubick and Dau (2016) was more reverberant

than the one in the present study (0.5 s compared to 0.2 s).

This increased amount of reflected energy in Cubick and

Dau (2016) might have been particularly detrimental in the

aided listening conditions since the natural directivity of

the pinna is lost when listening with behind-the-ear HAs,

which would otherwise attenuate sounds from the back to

some extent and thus emphasize the direct sound. Another

difference between the two studies is that the loudspeakers

in Cubick and Dau (2016) were placed at þ/�112.5�, not at

þ/�90� as in the current study. However, since omnidirec-

tional HA microphones located on the side of the head

have a slightly higher sensitivity for lateral angles, inter-

ferers at þ/�90� would be emphasized more than inter-

ferers at þ/�112.5�, which should have led to an even

more detrimental effect of HAs in the present study, con-

trary to what was observed.

The average SRTs in the collocated conditions were

consistently higher than those in the separated conditions. In

the unaided condition, the resulting SRM was larger for

speech interferers (8 dB) than for SSN (2.4 dB). This is

entirely consistent with previous studies (e.g., Kidd et al.,
2005; Marrone et al., 2008; Westermann and Buchholz,

2015) and indicates that the speech interferers caused some

IM in addition to EM that was released via spatial separa-

tion. In the aided condition, the SRM was reduced by 1.6 dB,

irrespective of the type of interferer. This suggests that while

release from IM was observed in this study, it did not change

with the use of HAs. The reduction of SRM by the HAs can

therefore be fully attributed to changes in EM, not IM.

In the model, the better-ear and binaural unmasking

components are computed independently; hence their

relative contribution to SRM can be evaluated. The predicted

binaural unmasking advantage was neither influenced by the

HA, nor by the type of interferer. It accounted for about

1.5 dB of the overall SRM. The predicted better-ear advan-

tage was very small for the unaided SSN condition, indicat-

ing that there is no long-term better ear effect with a masker

on either side of the listener, and very little opportunity for

glimpsing within three unmodulated SSNs. The predicted

better-ear advantage was �2 dB in the aided SSN condition.

This might be explained by the fact that, at high frequencies,

the listener’s head acts as a small baffle for the omnidirec-

tional HA microphones, thereby effectively amplifying the

high frequencies for sounds coming from the sides, such that

the effective SNR at the ears is worse in the case of spatially

separated maskers than when the maskers are collocated

with the frontal target speech. A long-term version of the

model, which considers the whole duration of the signals

instead of short-term predictions, provided very similar

better-ear predictions, indicating that the better-ear disadvan-

tage for SSNs is a long-term SNR effect rather than associ-

ated with short-term glimpsing.

The predicted better-ear benefit was larger for speech

maskers than for SSN, both in the unaided condition (1.3 dB)

and in the aided condition (2.3 dB). This is because the

model is sensitive to advantageous SNR glimpses in one ear

or the other with the fluctuating speech maskers. In addition

to this “better-ear glimpsing” benefit, the model predicts the

SRTs to be about 6 dB lower for collocated speech compared

to collocated SSN, whereas the stationary model predicts

similar SRTs, suggesting that “monaural glimpsing” was

quite strong even with three speech maskers involved.

The model was also used to predict the spatial release

from IM in the unaided and aided conditions involving the

speech maskers. Since the model can only predict the effect

of EM, not IM, this IM release was estimated as the differ-

ence between the measured and predicted SRMs for the

speech maskers. It should be noted that EM prediction errors

were thus incorporated in this IM release estimation. The

predicted spatial release from IM was 5.1 dB in the unaided

condition and 5.2 dB in the aided condition, supporting the

hypothesis that spatial release from IM was probably not

affected by the HA processing in the present study. This

result was somewhat surprising, because the spatial release

from IM has commonly been linked to the perceived spatial

separation of the target and interferer signals (e.g., Freyman

et al., 1999), and the sketches in Fig. 3 suggest that this per-

ceived spatial separation is reduced here for speech inter-

ferers when HAs are applied. It is possible that this reduction

of the perceived spatial separation of the HA-processed stim-

uli was not substantial enough to affect speech intelligibility

performance. The large spatial separation between the target

and interferers may require major distortions of the spatial

cues before any significant change in SRM can be observed.

Marrone et al. (2008) and Jakien et al. (2017) indeed showed

that even a change in spatial separation from 90� to 45� azi-

muth only has a minor effect on SRM.

It is important to note that this study focused on a very

specific set of stimuli and conditions. Clearly, further studies

would be useful for expanding the conclusions that can be
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made about the effect of HAs on spatial perception and

speech intelligibility. For example, only normal-hearing lis-

teners with no HA experience were tested in the present

study. This lack of experience might account for some of the

reduced performance in the aided conditions. To test for

potential training effects, paired t-tests were applied to the

data from the first and the second test run in each condition.

A significant difference was only found for the aided condi-

tion with spatially separated speech maskers (1.9 dB,

p¼ 0.0162), which resulted in a reduction of the detrimental

effect of the HAs (cf. Fig. 5) by about 1–1.6 dB. The model

prediction of 2 dB is thus closer to the measured detrimental

effect after training than to the untrained or averaged data.

Since speech intelligibility commonly exhibits high variabil-

ity across lists (e.g., Keidser et al., 2013a), additional data

would be needed to reliably estimate the training effect and

determine the long-term effect of the microphone placement

above the ear.

The present study investigated whether the fundamental

limitations of HAs might reduce the potential benefit a lis-

tener can get from using the devices. Testing normal-hearing

listeners allowed the separation of these HA-related effects

from the hearing-loss related challenges that hearing-

impaired listeners experience, but ultimately, it is of course

important to determine whether similar effects would also be

observed in hearing-impaired listeners, particularly in listen-

ers with HA experience. It is difficult to predict how the dis-

tortions of spatial cues that HAs cause (cf. Sec. II E) might

interact with the impaired auditory system, which typically

shows a reduced spectral and temporal resolution. Moreover,

hearing-impaired listeners are known to benefit less from the

spatial separation of competing sounds (e.g., Bronkhorst and

Plomp, 1992; Marrone et al., 2008) and thus have less to

lose than listeners with normal hearing. It would also be

interesting to conduct a similar experiment but with real

HAs instead of the simplified HAs used in this study.

Modern HAs with their highly non-linear and adaptive proc-

essing have been shown to affect binaural cues and spatial

perception (e.g., Keidser et al., 2006; Van den Bogaert et al.,
2006; Van den Bogaert et al., 2008; Brown et al., 2016). It

can be expected that spatial perception would be even more

distorted with such devices, which might have major conse-

quences for the ability of listeners to segregate competing

talkers. In such studies, it would be necessary to disentangle

these potentially detrimental effects from the expected posi-

tive effects of processing schemes, such as noise reduction

or beamforming algorithms.

While the distortions considered in the present study

were accompanied by small energetic changes, they did not

eliminate the ability of listeners to perceptually segregate the

target and interfering sounds based on spatial location.

Considering that substantial SRM has been observed for

much smaller spatial separations as little as 15� (Marrone

et al., 2008) and that some SRM has been found even for 2�

separation (Srinivasan et al., 2016) in normal-hearing listen-

ers, this may be because the sources were widely separated

and the broader images were still sufficiently distinct from

one another to support segregation. It would be interesting to

investigate the effect of HA processing on speech

intelligibility in conditions with interferers located more

closely to the target speaker, where segregation is more

challenging (e.g., Westermann and Buchholz, 2017b).

Furthermore, future studies should consider testing speech

intelligibility at higher SNRs that are more typical for real-

life scenarios (Smeds et al., 2015).

V. SUMMARY AND CONCLUSION

In this study, it was found that listening through HAs

led to distorted spatial perception and poorer speech intelli-

gibility in normal-hearing listeners in conditions with spa-

tially separated target and interfering sources. HAs reduced

SRM equally for speech and noise maskers, suggesting that

their detrimental effect can largely be explained by changes

in EM, and that the spatial distortions were not sufficient to

impede spatial release from IM. This finding was supported

by binaural speech intelligibility modelling.
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